
LGGS 100

Product H B L A QLK G

LGGS 100-20-3S 100 mm 200 mm 3000 mm 161 cm² 0,45 kN/m 13,58 kg

LGGS 100-30-3S 100 mm 300 mm 3000 mm 242 cm² 0,68 kN/m 14,46 kg

LGGS 100-40-3S 100 mm 400 mm 3000 mm 322 cm² 0,90 kN/m 15,35 kg

LGGS 100-50-3S 100 mm 500 mm 3000 mm 403 cm² 1,13 kN/m 16,23 kg

LGGS 100-60-3S 100 mm 600 mm 3000 mm 483 cm² 1,35 kN/m 17,12 kg

LGGS 100-20S 100 mm 200 mm 6000 mm 161 cm² 0,45 kN/m 27,16 kg

LGGS 100-30S 100 mm 300 mm 6000 mm 242 cm² 0,68 kN/m 28,93 kg

LGGS 100-40S 100 mm 400 mm 6000 mm 322 cm² 0,90 kN/m 30,70 kg

LGGS 100-50S 100 mm 500 mm 6000 mm 403 cm² 1,13 kN/m 32,47 kg

LGGS 100-60S 100 mm 600 mm 6000 mm 483 cm² 1,35 kN/m 34,23 kg

Product H B L A QLK G

LGGS 100-20-3F 100 mm 200 mm 3000 mm 161 cm² 0,45 kN/m 14,53 kg

LGGS 100-30-3F 100 mm 300 mm 3000 mm 242 cm² 0,68 kN/m 15,48 kg

LGGS 100-40-3F 100 mm 400 mm 3000 mm 322 cm² 0,90 kN/m 16,42 kg

LGGS 100-50-3F 100 mm 500 mm 3000 mm 403 cm² 1,13 kN/m 17,37 kg

LGGS 100-60-3F 100 mm 600 mm 3000 mm 483 cm² 1,35 kN/m 18,32 kg

LGGS 100-20F 100 mm 200 mm 6000 mm 161 cm² 0,45 kN/m 29,06 kg
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Cable ladder, heavy, height=100 mm

Cable ladder, heavy, with continuously perforated side beams welded rungs 
made of C-profile certified including electrical conductivity according                          
to DIN EN 61537.

 

Continously hot galvanized (Sendzimir process) (DIN EN 10346)

Hot-dip galvanized, according to BS 729 (DIN EN ISO 1461)
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PUK Group GmbH & Co. KG

Nobelstraße 45-55 | 12057 Berlin

Telefon: +49 30 68283-01 | Fax: +49 30 68283-266 | info@puk.com | www.puk.com

EL-PUK Sp. z o.o.

ul. Kościelna 15 | 95-050 Konstantynów Łódzki

Telefon: +48 42 211 88 01 | Fax: +48 42 211 88 04 | marketing@elpuk.com.pl | www.elpuk.com.pl

Date of issuance: 2023-08-02. Errors and technical modifications reserved.



Product H B L A QLK G

LGGS 100-30F 100 mm 300 mm 6000 mm 242 cm² 0,68 kN/m 30,95 kg

LGGS 100-40F 100 mm 400 mm 6000 mm 322 cm² 0,90 kN/m 32,85 kg

LGGS 100-50F 100 mm 500 mm 6000 mm 403 cm² 1,13 kN/m 34,74 kg

LGGS 100-60F 100 mm 600 mm 6000 mm 483 cm² 1,35 kN/m 36,63 kg
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DETAILS / APPLICATIONS

H  : Height
B  : Width
L  : Length
A  : Cross section area
QLK  : Distributed load power cable

G  : Weight

Qmax
[kN/m]

3,0

StA [m]

3,5

2,5

0,5

0

1,0

1,5

2,0

      4,5           2,5   3,0         3,5              4,01,5       2,0

    L               L                 L x 0,4

PRODUCT INFORMATION

©
 E

L
-P

U
K

 S
p
. 

z 
o
.o

. 
• 

M
P

 •
 E

N
 •

 2
0
2
3
-0

8
-0

2
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ul. Kościelna 15 | 95-050 Konstantynów Łódzki
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